BOUTE | SECTION COUNTY TOT. SHTS. | SH
FAS 824 | 07-00798-00-RS R 2

j JEFFERSON COUNTY ROAD DISTRICT
GUARDRAIL SCHEDULE
PAY ITEM STATION " CONTRACT NO. 99410
STEEL PLATE BEAM 0+40 TO 2+65 RIGHT
HOT-MIX ASPHALT SURFACE AND LEVEL BINDER "I GuARDRAIL 0-30 TO 3+70 LEFT
MATERIAL PURPOSE TONS i
TRAFFIC BARRIER TERMINAL 0-10 TO 0+40 RIGHT
RESURFACING 3,278 TYPE 1 (SPECIAL) TANGENT 2465 TO 3+15 RIGHT
0-30 TO 0+20 LEFT
SIDEROADS, INTERSECTIONS, P.E, F.E. 43 3+70 TO 4420 LEFT GENERAL NOTES
TOTAL 3,321 THIS SECTION SHALL CONSIST OF HOT-MIX ASPHALT SURFACE
COURSE MIX “C” NS0, AREA REFLECTIVE CRACK CONTROL
CONVERSION FACTOR = 1 12LBS. /8Q. YD. 7INCH THICKNESS TERMINAL MARKER 0-10 RIGHT TREATMENT TYPE A, AGGREGATE SHOULDERS, STRIPING,
. DIRECT APPLIED 3+15 RIGHT RESURFACING OF DRIVES, FIELD ENTRANCES, ROAD
0-30 LEFT INTERSECTIONS AND MAILBOX TURNOUTS AS APPLICABLE,
4+20 LEFT ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE PLANS,

ILLING AND RAMP DETAILS L

TYPICAL EXISTING CROSS SECTION

36'-0"

f-FA Y 829~

MILLING AND TEMPORARY RAMP
AT I-57 WEST APPROACH PAVEMENT

EXISTING SURFACE

MiLLIl D RAMP Il

2%

STRIPING SCHEDULE
NO PASSING ZONES CENTERLINE EDGELINE
6+91 TO 64+07 0+00 TO 86+42
SOUTHBOUND NORTHBOUND 66+19 TO 69+42 PLACE EDGELINE 4"
FROM EDGE OF SURFACE

0400 TO 6401 69442 TO 64407 AND OMIT AT SIDEROADS

58+39 TO 66+19 13+73 70 0+00

47y 1908' 1510° 13, 884

3378 v 18773

CLASS D PATCHING
TYPE 2-9” T TYPE 3-9 TYPE 4-9"
9+97 TO 10428 30+72 TO 30+86 0474 TO 0+92 15407 TO 15+41
4' WIDE 5' WIDE 11’ WIDE 11 WIDE
13.78 SQ. YD. 7.78 SQ. YD. 22,00 SQ. YD. 4156 SQ. YD,
N'BOUND LANE  S'BOUND LANE S'BOUND LANE N'BOUND LANE
11411 TO 11423 32427 TO 32+39 g*a‘zgg 9+74 19+10 TO 19+67
4’ WIDE 4' WIDE 4’ WIDE
5.33SQ. YD. 5.33 5Q. YD. 2 SAYD 25.33 SQ. YD.
S'BOUND LANE S'BOUND LANE N'BOUND LANE
12+482TO 12497 39450 TO 39+66 15ud0 T0 13484 49+73T0 50+14
5' WIDE 4.5 WIDE 4 WIDE
8.335Q. YD. 8.00 5Q. YD. ;?é%GUSN% IENE 27.33SQ. YD.
S'BOUND LANE  N'BOUND LANE S'BOUND LANE
12+83 TO 12497  40+27 TO 40+50 1,4\;,2';;0 14+64
4’ WIDE 5' WIDE 177850, YD
6.22 SQ. YD. 12.78 SQ. YD. S'BOUND LANE
S'BOUND LANE  S'BOUND LANE
13+49 TO 13462 40472 TO 40+81 ;P“;v“lggo 18+77
4' WIDE 5' WIDE 17.22 50, YD
14,67 SQ. YD. 5.00 SQ. YD. NBOUND LANE
S'BOUND LANE  S'BOUND LANE
15+15TO 15432 41440 TO 41+56
4' WIDE 5.5 WIDE
7.56 SQ. YD. 9.78 SQ. YD.
S'BOUNDLANE  S'BOUND LANE
15+56 TO 15474 48+78 TO 49+03
5' WIDE 5 WIDE
10.00 SQ. YD. 1389 SQ. YD.
S'BOUND LANE ~ S'BOUND LANE
17425 TO 17+45 49401 TO 49+13
5' WIDE 4 WIDE
11.118Q. YD. 5.33 SQ. YD.
S'BOUND LANE  N'BOUND LANE
17487 TO 18+08  go,66 TO 50490
4'WIDE 4.5 WIDE
13.78 Q. YD. 12.00 SQ. YD.
N'BOUND LANE  55oUND LANE
18+74 TO 18+84 52+83 TO 53+07
5 WIDE 5 WIDE
5.56 Q. YD. 13.33 SQ. YD.
SBOUNDLANE  \iaSUNT | ANE
28+03TO 28+16 53,83 TQ 54412
5' WIDE 4’ WIDE
7.225Q. YD. 10.67 SQ. YD.
S'BOUND1ANE N'BOUND LANE
29+90 TO 30405 5447 70 58434
§' WIDE 4.5' WIDE
8.33 5Q. YD. 8.50 SQ. YD.
NBOUNDLANE  gpoyND LANE
215.83 SQ. YD. 90.78 SQ. YD. 94.22 SQ. YD.

AREA"REFLECTIVE CRACK CONTROL
TN

TREATMENT

AGGREGATE SHOULDERS,

TYPF B

3/4*- LEVELING BINDER

SPECIAL PROVISIONS, THE STANDARD SPECIFICATIONS

FOR ROAD AND BRIDGE CONSTRUCTION ADOPTED JANUARY
157, 2007 BY THE ILLINOIS DEPARTMENT OF TRANSPORTATION,
AND THE RE CURRING SPECIAL PROVISIONS.

THE EXISTING GRADE, ALIGNMENT, DRAINAGE STRUC TURES,
BASE AND SURFACE WERE CONSTRUCTED UNDER SECTION RA-33.
ALL STATIONS REFERRED TO HEREIN ARE IN REFERENCE TO THAT
SECTION. ‘
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TYPICAL PROPOSED CROSS SECTION

2 1/4" -SURFACE COURSE N~50

\L&ISTING BASE COURSES AND

BITUMINOUS MIX COMPLETE

BITUMINOUS LIMITS

MINIMUM SIGHT DISTANCE= >400r
YR. OF IMPROVEMENT DESIGN=2009
DESIGN SPEED =50 MPH

HOT-MIX ASPHALT THICKNESS=3"
M.S.=1500 MINIMUM
PRIME=0.10 GALLONS /SQ. YD.

BITUMINOUS THICKNESS SHALL BE
FEATHERED AT BACK EDGE.

NOMINAL THICKNESS OF SIDEROADS
AND ENTRANCES SHALL BE 3"

-+ SHOULDER £ INE ——

66 SHIDR TV,

20-0"

EDGE OF SURFACE

i
REPAIR ALL SIDEROADS AND ENTil\’ANCESAS

REQUIRED BY DIRECTION OF THE ENGINEER.
§ TONS AGGREGATE SURFACE COURSE TYPE 8

EACH ALLOWED IN THE PROPOSAL.

DETAIL OF SIDE ROAD INTERSECTION (1 EACH)

DETAIL OF PRIVATE / FIELD ENTRANCE (5 EACH) .

5 TONS EACH HOT-MIX ASPHALT SURFACE COURSE
MIX “C" N50 ALLOWED IN THE PROPOSAL

38 TONS OF HOT-MIX ASPHALT SURFACE COURSE
MIX “C" N50 ALLOWED IN THE PROPOSAL




